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IS Elbisesi Kumaslar1 ve Teknik Tekstil
Workwear Fabrics & Technical Textile

Akrida Tekstil, kuruldugu 2004 yilindan itibaren, is
givenligi alaninda ihtiyag duyulan, teknik ozellikleri
yuksek kumaslarin dretimine odaklanmistir. Akrida
Tekstil, teknik kumaslarin Gretimi, hizli tedariki ve stok
gucd ile birlikte, musterilerin ihtiyaclarini dnceleyen
yaklasimiyla, sektorinde bilinir ve aranan bir ¢c6zim
ortadi olmayi basarmistir.

Onu dokuyan ellerin ustaligiyla; her renk ve modelden
kumaslara dondsur iplik. Sabir ve emek isteyen tretim
sureclerinin akabinde, insana ulasir; hayatin her
alaninda ona fayda saglar.

1984 yilinda, kiiclk bir atdlyede basladigimiz kumas
Uretim hikdyemize, 2004 yilinda yepyeni ve heyecan
verici bir sayfa actik. 35 yilllk deneyimimizi, Akrida
markasiyla, is elbisesi kumaslari ve teknik kumaslar
sektdrine aktardik. Cesitli is alanlarinda ihtiyag
duyulan 6zel kumaslarin Uretim ve satisini gercek-
lestirirken; tum Uretim sireglerimizde is sagligi ve
guvenlidini on planda tutmayi ilkemiz olarak
benimsedik. Yerel pazarda kisa sirede, kendi
alammizda ilk akla gelen firmalar arasinda yer almayi
basardik. Kalitemizi, Urin tedariki sagladigimiz
uluslararas pazarlara tasidik. Sirdurdlebilir basari-
nin, nitelikli Gretim ve markalasmadan gectigi inanci
ile; 2013 yilindan bu yana sistem yatirimlari ve
kurumsallasma calismalarimiza hiz verdik. Sektorde
olusan talebi karsilamak, ulusal ve uluslararasi
rekabette daha fazla s6z sahibi olmak icgin, 2015 yilinda
6.000 m? kapali alana sahip yeni Uretim tesisimize
gectik. Teknolojiyi yakindan takip ederek son sistem
Tsudakoma dokuma tezgahlan ile Uretim altyapimizi
giclendirdik.

Akrida Tekstil olarak, kalite standardimizi daima
ylkseltmeyi hedefleyen yaklasimimizla, tedarikci,
calisan ve misteri memnuniyetine oncelik veren is
prensiplerimizle; siz degerli misterilerimize hizmet
vermeye devam ediyoruz.

Akrida Tekstil has focused on the production of fabrics
with high technical characteristics that are needed in
the field of Occupational Safety since 2004 with our
establishment. Akrida Tekstil is known in its sector and
becomes a sought-after business partner with the
production, fast -supply and stock power of its
technical fabrics, with its approach that prioritizes the
needs of its customers.

Yarn transforms all sorts of color and model fabrics
with the mastery of the hands that weave it. After the
production processes that demand patience and labor,
it reaches us and we benefit itin all aspects of life.

We started our fabric production story in 1984 in a
small workshop and in 2004 we opened a brand new
with excitement. With Akrida brand; we transferred our
35 years of experience to the workwear fabrics and
technical fabrics sector. We have adopted the principle
of Occupational Health and safety at the forefrontin all
our production processes while carrying out the
production and sale of special fabrics needed in various
business areas. We succeed in becoming the first
company to come to mind in our sector at short notice
in the local market. By keeping our quality standards
the same, we have opened up to international markets
where we supply products. With the belief that
sustainable success goes through qualified production
and branding, we have ‘accelerated our system
investments and institutionalization efforts since
2013. We moved to-our new production facility with a
closed area of 6,000 m2in 2015 in order to meet the
demand in the sectar and to have more say in national
and international competition. By following the
technology closely, we have strengthened our
production infrastructure with the latest weaving
looms system.

As Akrida Tekstil, we continue to serve our valuable
customers with our approach that aims to always raise
our quality standard and with our business principles
that prioritize supplier, emplayee and customer
satisfaction.

www.akridatekstil.com
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Baski Dayanikh  Yumusak Yiizey Nem Ydnetimi
Durable Press Soft Finish Moisture Management

YIKAMA TALIMATLARI : WASHING INSTRUCTIONS

Kullamim Alanlari: Gémlek

Fields of Use: Shirts

www.akridatekstil.com



SWAT

ELYAF iCERIGi / FIBER CONTENT
50% POLYESTER 50% COTTON

GRAMAJ / WEIGHT
120g/m2 (+5%)

KUMAS ENI / FINISHED WIDTH
150 cm (& 3%)

DOKU / WEAVE
BEZAYAGI + RIPSTOP / 1/1 +RIPSTOP

/A




PES RIPSTOP DATASHEET

ELYAF iGERIGI / FIBER CONTENT %100 POLYESTER

MAMUL GRAMAIJI / FINISHED WEIGHT | 90 g/m? (+ %5)

KUMAS ENi / FINISHED WIDTH 150 cm (= %3)

DOKU f WEAVE BEZAYAGI + 2 mm x 2 mm RiPSTOP J 1/1+2 mmx2mm RIPSTOP

TEST METOTLARI & SONUCLAR - TEST METODS AND RESULTS

Orta Renkler
Testler Test Metodu Multi Fiber Koyu Renkler Medium Agik Renkler
Tests Test Methods Dark Colours Colours Light Colours
Renk Degisimi / .
Discaleratian Gri Skala / Grey Scale 4 4/5 4/5
Asetat / Acetate 4 4 4/5
Yikema Hashidi ISO 105 el e 4 . e
Washing Fastness CO6:2010 . Naylon / Nylon 6.6 4 4 4/5 g
Lekeleme / Staining =
Polyester 4 4 4/5 E
Akrilik / Acrylic a 4/5 4/5 5,:',:
Yiin / Wool 4 a/s5 a/s5 =
[
Siirtme Hashéi 1SO105 X12 Kuru / Dry ) 4 4/5 4/5 3
. Gri Skala / Grey Scale —
Rubbing Fastness :2001 Yas / Wet 3/4 a a Py
Q
Renk Degisimi / Asidik / Acidic 4 4 4/5 3
Discoloration Bazik / Alkaline 4 4 4/5 I
Asetat / Acetate 4 4/5 4/5 g’
m
Ter Hashdt ISO 105 Pamuk / Cotton 4 4 4/5 @
Perspiration Fastness E04:2013 Naylon / Nylon 6.6 3/4 4 4
Lekeleme / Staining
Polyester 4 475 4/5
Akrilik / Acrylic 4 4/5 4/5
Yiin / Woaol 4 4/5 4/5
Terli Isik Hasligr 1SO 105 BO7: Sinif 4 / Grade 4 Asidik / Acidic 4 4 a4/5
Light With Perspiration 2009 sinif 4 / Grade 4 Bazik / Alkaline 3/4 4 4
Birimler / Unit Sonuclar / Results
Yikama Sonrasi Boyutsal Dedisim Atk f Weft % -3
# 5 g . IS0 6330:2000
Dimensional Stability After Washing Coézgi / Warp + 9 -3
1.000 devir / cycles 4
Boncuklasma / Fillling 150 12945-2:2000 Martindale -
2.000 devir/ cycles i
Asmma / Abrasion 1SO 12947-2:1998 20.000 devir / cycles Aginma Yok / Not Broken
Kopma Mukavemeti Atki / Weft N > 250
. 1SO 13934-1:2002
Breaking Strength Cozgii / Warp N > 500
Yirtilma Mukavemeti Atk f Weft N > 30
ISO 13937-2:2002
Tear Strength Cézgi / Warp N > 30

Not: Tiim lotlar kontrol edilmemistir. Bu dokiiman yalnizca bilgilendirme amaghdir,
test sonuglari igin liitfen satis temsilciniz ile iletigime geginiz.

Leke ve Su itici istek Halinde
Stain and Su Gegirmez Yapilabilir.
\Water Repellent Can Be Made Waterproof on Request

YIKAMA TALIMATLARI : WASHING INSTRUCTIONS

Kullanim Alanlan: Yagmuriuk

Fields of Use: Raincoat

www.akridatekstil.com



PES RIPSTOP

ELYAF iCERIGi / FIBER CONTENT
100% POLYESTER

GRAMAJ / WEIGHT
90 g/m2 (£ 5%)

KUMAS ENI / FINISHED WIDTH
150 em (£ 3%)

DOKU f WEAVE
BEZAYAG! + 2 mm x 2 mm RIPSTOP / 1/1+ 2 mm x 2 mm RIPSTOP

/A




POLYPAMUK RIPSTOP DATASHEET

ELYAF iCERIGI / FIBER CONTENT

%65 POLYESTER %35 COTTON

MAMUL GRAMAJI / FINISHED WEIGHT

220 g/m? (+ %5)

KUMAS ENi / FINISHED WIDTH

160 cm

(£ %3)

DOKU [/ WEAVE

BEZAYAGI + RIPSTOP / 1/1 + RIPSTOP

TEST METOTLARI & SONUCLAR - TEST METODS AND RESULTS

Orta Renkler
Testler Test Metodu Multi Fiber Koyu Renkler Medium Agik Renkler
Tests Test Methods Dark Colours Colours Light Colours
Renk Degisimi / .
e Gri Skala / Grey Scale 4 4/5 4/5
Asetat / Acetate 4/5 a/5 a4/5
Yikama Haslidgi ISO 105 Ramulc/iCotton = 4 4/5
Washing Fastness C06:2010 . Maylon / Nylon 6.6 3/4 4 4 g
Lekeleme / Staining S
Polyester 3/4 4 4 =
-’
Akrilik / Acrylic 4 4/5 a/5 o
Yiin / Wool 4 4/5 4/5 =
o
Siirtme Haslidis 1S0105 X12 Kuru / Dry , 3/4 4 4/5 3
= Gri Skala / Grey Scale —
Rubbing Fastness 12001 Yas / Wet 3 3/4 4 o
Q
Renk Degisimi / Asidik / Acidic 3/4 a4 4 5
Discoloration Bazik / Alkaline 3/4 4 4 o
Asetat / Acetate 4 a4 4 §
m
Ter Hashii IS0 105 Pamuk / Cotton 3/4 4 4 @
Perspiration Fastness E04:2013 Naylon / Nylon 6.6 3/4 4 4
Lekeleme / Staining
Polyester 4 4 4
Akrilik / Acrylic 4 4 4
Yiin / Wool 4 4 4
Terli Istk Haslids ISO 105 BO7: Sinif 4 / Grade 4 Asidik / Acidic 4 4/5 4/5
Light With Perspiration 2008 Sinif4 / Grade 4 Bazik / Alkaline 3/4 4 4
Birimler / Unit Sonuclar / Results
Yikama Sonrasi Boyutsal Dedisim Atk / Weft +% 3
" " =i R 150 6330:2000
Dimensional Stability After Washing Cozgi / Warp +% 3
— . 1.000 devir [ cycles 4/5
Boncuklasma / Fillling 150 12945-2:2000 Martindale -
2.000 devir/ cycles 4
Asinma f Abrasion 1SO 12947-2:1998 20.000 devir / cycles Asinma Yok / Not Broken
Kopma Mukavemeti Atk / Weft N > 450
: 1SO 13934-1:2002
Breaking Strength Gozgl / Warp N > 750
Yirtilma Mukavemeti Atk / Weft N > 30
IS0 13937-2:2002
Tear Strength Cézgli f Warp N >40

Not: Tiim lotlar kontrol edilmemistir. Bu dokiiman yalnizca bilgilendirme amaghdir,

YIKAMA TALIMATLARI :

Baski Dayanikhi
Curable Press

test sonuglari igin liitfen satis temsilciniz ile iletigime geginiz.

WASHING INSTRUCTIONS

Kullanim Alanlan: Pantolon, Ceket

Fields of Use: Trousers, Jacket

www.akridatekstil.com




POLYPAMUK RIPSTOP

ELYAF iCERIGi / FIBER CONTENT
65% POLYESTER 35% COTTON

GRAMA / WEIGHT
220 g/m2 (£ 5%)

KUMAS ENI / FINISHED WIDTH
160 cm (& 3%)

DOKU / WEAVE
BEZAYAGI + RIPSTOP / 1/1 +RIPSTOP

\Y/A
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Baski Dayanikh Streg
Durable Press Stretch

YIKAMA TALIMATLARI : WASHING INSTRUCTIONS

Kullanim Alanlarn: Pantolon, Ceket

Fields of Use: Trousers, Jacket

www.akridatekstil.com



POLYPAMUK RIPSTOP LIKRALI YAZLIK / SUMMER

ELYAF iGERIGi / FIBER CONTENT
64% POLYESTER 33% COTTON 3% ELASTANE

/A

GRAMAJ / WEIGHT
190 g/m? (£ %5)

KUMAS ENI / FINISHED WIDTH
150 em (£ %3)

DOKU / WEAVE
BEZAYAGI + RIPSTOP / 1/1+ RIPSTOP
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Baski Dayanikh Streg
Durable Press Stretch

YIKAMA TALIMATLARI : WASHING INSTRUCTIONS

Kullanim Alanlarn: Pantolon, Ceket

Fields of Use: Trousers, Jacket

www.akridatekstil.com



POLYPAMUK RIPSTOP LIKRALI KISLIK / WINTER

ELYAF iGERIGi / FIBER CONTENT
63% POLYESTER 34% COTTON 3% ELASTANE

/A

GRAMAJ / WEIGHT
230 g/m? (£ %5)

KUMAS ENI / FINISHED WIDTH
150 em (£ %3)

DOKU / WEAVE
BEZAYAGI + RIPSTOP / 1/1+ RIPSTOP




“Giiven dokur...”

“Weaves reliance...”
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